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(54) A ponting device 

(57) A pointing device 1 comprising: clamp means 
3 capable of clamping the device to the head of a user; 
means 5 for sensing the direction o( movement of the 
head of the user and for outputting direction signals in- 



dicative thereof; means 7 for mounting the sensing 
means 5 on the clamp means 3; means 50 for setting a 
deadzone in which movement of the head of the user 
does not result in the output of direction signals. 
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Description 

[0001] This invention relates to a pointing device. 
[0002] Over the last few decades, the use of comput- 
ers has become widespread In business, education and s 
at home. The first of these computers were operated by 

machine code inputted by a user via a keyboard. Later 
computers employed disk operating systems such as 
MSDOS™ which allowed the user to control a computer 
with a series of commands rather than complex machine 
code. Modern computers are controllable by way of 
graphical user interfaces (GUIs) which allow a user to 
control the computer simply by manipulating a cursor to 
select commands from lists of alternatives displayed in 
pull-down menus on the screen of the computer. 
[0003] The cursors employed in GUIs are designed to 
be controlled by a pointing device rather than a key- 
board, although in practice control is often duplicated on 
the keyboard so that the computer can still be controlled 
if the pointing device should fail, VSarbus pointing devic- 
es have been developed for control of a cursor in a GUI 
environment. The most popular of these is the so-called 
mouse, which comprises a rolling ball located in a hous- 
ing, the nfK)vement of the housing and consequent roll- 
ing of the ball being sensed by two sensors provided in 
the housing on the north-south and east-west axes re- 
spectively. Various other devices have been proposed, 
such as the trackerball (a stationary housing having a 
rotatable ball mounted in an upper surface thereof), the 
joystick and the light pen, amongst others. 
[0004] All of these previously proposed pointing de- 
vices may easily be manipulated by an able-bodied user 
to control a cursor in a GUI, and thus to control a com- 
puter. These modern computers can be controlled to 
perform a large number of functions such as speech rep- 
lication and global communication through the internet 
and through modem to modem connections. 
[0005] Given the great utility of modern computers, it 
would be highly desirable if they could be effectively uti- 
lised by mentally and physically disabled persons to per- 
form a variety of different functions, such as communi- 
cations and entertainment. Unfortunately, this laudable 
aim is currently not achievable as presently available 
pointing devices cannot easily be manipulated by many 
mentally and physically disabled persons. 
[0006] Some mental and physical disabilities are such 
that the disabled person is incapable of illustrating the 
fine motor control necessary to depress keys of a key- 
board or to control a conventional pointing device, as a 
consequence of which these disabled persons are un- 
able to effectively operate modern GUI-driven comput- 
ers. 

[0007] Even less severely disabled wheelchair-bound 
persons can experience difficulties using presently 
available pointing devices as these devices often re- 
quire the user to be locatable close to the table top on 
which the computer is to be operated (for use of a mouse 
or trackerball), or to be locatable close to the screen of 



the computer (for use ot a light pen). The wheelchair- 
bound user is often prevented from coming sufficiently 
close to the computer to enable them to use the pointing 
device without having to stretch. Prolonged use of the 
computer can thus be uncomfortable for the wheelchair- 
bound disabled person as It can Involve a lot of stretch- 
ing. 

[0008] One previously proposed devjce which, at first 
sight, would appear to alleviate the above described 
problems is shown and described in International Patent 
Application Number WO 90/05356. This document de- 
scribes a computer input device having an orientation 
devrce that is designed to be worn on the head of a user. 
The orientation device comprises a headband upon 
which a hollow sphere is mounted. The sphere Is half 
filled with a liquid and at least one light source/detector 
pair is provided in the wall of the sphere. In use. light 
from the source is refracted by the liquid/air interface 
and the intensity of refracted light is sensed by the de- 
tector. As the headband Is tilted, so the refraction angle 
changes and the light intensity sensed by the detector 
changes. The changing light intensities are passed to a 
controller which determines the direction and magnitude 
of movement therefrom. The sensed movement can be 
represented by movement of a cursor on the screen of 
a computer. 

[0009] This device is designed to be worn by a disa- 
bled person to alleviate problems associated with con- 
ventional pointing devices. Whilst this arrangement 
does alleviate some of the disadvantages of previously 
proposed pointing devices such as the mouse, it itself 
suffers from a number of major drawbacks. 
[0010] Firstly, the sphere of the device Is mounted to 
the headband by way of a screw/bushing arrangement 
which is finger adjustable so that the angle of the sphere 
may be adjusted with respect to the headband. This ar- 
rangement, whilst adequately providing for east-west 
adjustment in the horizontal plane makes no provision 
for north-south adjustment in the horizontal plane, which 
would be required If the user Is unable comfortably to 
keep their head in an upright vertical position - as Is the 
case with a large number of disabled persons. 
[0011] Secondly, as the device senses both magni- 
tude and direction of movement, it is often very difficult 
for the user to control a cursor accurately as a sudden 
movement Is interpreted as a desire to move the cursor 
a large distance on the screen. Thus, Involuntary 
spasms of the wearer can send the cursor racing to- 
wards the edge of the screen. 
[0012] Thirdly, those persons with a tremor of the 
head find the device even more difficult to use as recip- 
rocal slight movements of the head cause the cursor to 
dither back and forth on the screen. This dithering 
makes it extremely difficult for the user to select com- 
mands from a pull-down menu, for example. 
[0013] Finally, the sensing of differing light intensity 
and thus analogue voltage levels necessitates the pro- 
vision of complicated and expensive electronics that 
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make the device excessively expensive to manufacture. 
[0014] It is an object of the present invention to pro- 
vide embodiments which alleviate one or more of these 
problems. 

[001 5] In accordance with the present invention, there s 
is provided a pointing device comprising clamp means 
capable of clamping the device to the head of a user, 
means for sensing the direction of movement of the 
head of the user and for outputting direction signals in- 
dicative thereof, means for mounting the sensing means io 
to the clamp means, means for setting a deadzone in 
which movement of the head of the user does not result 
In the output of direction signals, 
[0016] The present invention alleviates the above 
mentioned problems by providing a pointing device '5 
which is capable of being worn on the head of a user 
and which incorporates means for setting a deadzone 
in which slight movement of the head of the user does 
not result in the generation of direction signals, thereby 
allowing the pointing device to be tailored to the partic- 20 
ular ability of the wearer. 

[0017] Preferably, the mounting means comprises a 
universal mount. This enables the east-west and north 
south orientation with respect to the horizontal plane to 
be adjusted. 25 
[001 8] The mounting means may comprise a resilient 
"U" shaped member having a mounting plate and a pair 
of arms extending therefrom, the arms each having a 
circular aperture which together define a channel for re- 
ceiving the sensing means. Preferably, a plurality of 30 
grommets are placed about the periphery of each of the 
circular apertures, the grommets contacting the sensing 
means to hold the sensing means In a selected orienta- 
tion. 

[0019] Preferably, the clamp means comprises a 35 
band of elastic fabric. Alternatively, the clamp means 
may comprise a resilient "C" shaped member of plastics 

material. 

[0020] Preferably, the device comprises means for 
outputting direction signals which may comprise a wire- 
less link having a transmitter and a receiver, the receiver 
being connectable to a computer. The wireless link may 
be a radio frequency (RF) link or an infra-red link. 
[0021] The sensing means may comprise an electro- 
lytic sensor. The electrolytic sensor may comprise a first 45 
electrode pair and a second electrode pair, current being 
passable In use from the electrode pairs to a central 
electrode via an electrolyte provided about said elec- 
trodes. The first and second electrode pairs may each 
form a wheatstone bridge operable to sense a voltage so 
difference resulting from variations In the amount of 
electrolyte between respective electrodes of said elec- 
trode pairs and said central electrode. 
[0022] Preferably, the sensing means comprises at 
least one compartment and at least one ball provided In 55 
the compartment, the ball being movable within the 
compartment to make or break a light beam between at 
least one light emitter and at least one light detector pro- 



vided in opposite walls of the at least one compartment 
thereby to generate said direction signals. 
[0023] In one example, the sensing means may com- 
prise four compartments placed at 90° to one another 
in the horizontal plane, each compartment having a ball 
provkJed therein and a light emitter and a light detector 
provided In opposite walls of the compartment. 
[0024] In another example, the sensing means may 
comprise a cross shaped compartment and a ball pro- 
vided therein, the compartment having a central portion 
and four lobes joined thereto at 90** to one another, each 
lobe having a light emitter and a light detector provided 
in opposite walls thereof. 

[0025] In another example, the sensing means may 
comprise a first compartment and a second compart- 
ment each having a ball provided therein, the first and 
second compartments being provided at 90** to one an- 
other and comprising a central portion and a pair of lin- 
early aligned lobes each connected to opposite walls of 
the central portion, each lobe having a light emitter and 
a light detector provided In opposite walls thereof. 
[0026] Preferably, the means for setting a deadzone 
comprises means for varying the inclination angle of at 
least a portion of the at least one compartment. The 
means for varying the inclination angle may comprise a 
screw adjuster. 

[0027] Preferably, means are provided for converting 
direction signals to cursor control signals for controlling 
movement of a cursor on a screen of the computer. The 
converting means may comprise a controller connecta- 
ble to the sensing means for converting direction signals 
inputted thereto into cursor control signals, and for out- 
putting cursor control signals to the outputting means. 
[0028] Preferably, the device comprises threshold 
means connectable to said sensing means for output- 
ting direction signals only when an input has been pro- 
vided thereto for at least a predetermined quantity of 
time. 

[0029] In accordance with a further aspect of the in- 
vention, there is provided a computer system compris- 
ing a computer, display means and a device as de- 
scribed herein for controlling movement of a cursor dis- 
played on said display means. 
[0030] Embodiments of the invention will now be de- 
scribed, by way of example only, with reference to the 
accompanying drawings, in which: 

Figure 1 illustrates a schematic representation of an 
embodiment of a device according to the Invention; 
Figure 2 illustrates a mounting shown in Figure 1; 
Figure 3 schematically illustrates a computer sys- 
tem incorporating the device of Figure 1; 
Figure 4a Illustrates a plan view of one example of 
a direction sensing means; 
Figure 4b Illustrates an elevational view of the di- 
rection sensing means of Figure 4a; 
Figure 5 illustrates a control circuit for use with the 
sensing means of Figure 4; 
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Figure 6 illustrates a plan view of alternative direc- 
tion sensing means to that of Figures 4a and 4b: 
Figure 7a illustrates a plan view of yet another di- 
rection sensing means; 

Figure 7b illustrates an elevational view of the sens- 
ing means of Figure 7a; 

Figure 8 is a schematic cross-sectional view of a 
second embodiment of tilt sensor; 
Figure 9 is a schematic plan view of the sensor of 
Figure 8; 

Figures 10a and 10b are equivalent circuits for the 

sensor of Figures 8 and 9; 

Figure 11 is a plot of tilt angle against voltage; 

Figure 12 is a detail of Figure 11 ; 

Figure 13 is an illustrative plot of direction vectors; 

Figure 14 is a plan view of a separate transmitting 

unit; and 

Figure 15 is a schematic view of a control mecha- 
nism. 

[0031] Embodiments of the invention will now be de- 
scribed with particular reference to a computer system, 
and to the use of the device as a pointing device for a 
computer. However, it should be noted that the device 
may be employed in a variety of different systems for a 
variety of different purposes. Accordingly, the device 
should not be considered as being limited to a computer 
system. 

[0032] With reference to Figures 1 and 2. a pointing 
device 1 comprises a clamp means 3 capable of being 
worn on the head (not shown) of a user, a direction sen- 
sor 5 and mounting means 7 for mounting the sensor 5 
on the clamp means 1 . 

[0033] The mounting means 7 comprises a resilient 
"U* shaped mounting bracket 9 having a mounting plate 
11 and a pair of arms 13. 15 extending therefrom. The 
sensor 5 is a spherical sensor 5 mounted between the 
arms 13 & 15 of the bracket 9. The arms are each pro- 
vided with a circular aperture 17, 1 9 through which por- 
tions of the sensor protrude when the sensor Is mounted 
in the bracket. A plurality of rubber grommets 21 are 
clipped to the edge of each of the circular apertures 15, 
17 so that the sensor 5 only contacts the grommets and 
does not contact the arms. In this way, the spherical sen- 
sor 5 may be rotated to compensate for any tilt of the 
head of the wearer, whereupon the grommets will hold 
the sensor in the selected position. 
[0034] In this preferred arrangement, the mounting 
means provides a universal mount for the direction sen- 
sor. It should be noted however that alternative universal 
mounts may be provided. It should also be noted that a 
non -universal mount allowing alignment of the direction 
sensor along one horizontal axis only may alternatively 
be provided. 

[0035] The clamp means 3 may comprise a resilient 
"C shaped band of a plastics material, or more prefer- 
ably it may comprise an elastic fabric strip the length of 
which is freely adjustable to provide a comfortable fit to 



the head of a user. The clamp means may comprise a 
band capable of being worn in a vertical configuration 
akin to that of a pair of stereo headphones, or more pref- 
erably, the clamp means may comprise a band worn hor- 

5 izontally to abut the ears of the user. The clamp means 
may alternatively comprise a helmet or any other means 
for clamping the device to the head of a wearer. The 
mounting plate 11 may be adhered to the clamp means, 
formed integrally therewith, or may include means for 

10 attaching the mounting plate thereto such as a set of 
slots, one half of a mechanical hook and loop mecha- 
nism (such as velcro^) or a snap-fittable mechanical 
popper. 

[0036] Figure 3 schematically illustrates a computer 

IS system 30 incorporating the device shown in Figure 1 . 
With reference to Figure 3, the system 30 comprises the 
pointing device 1 of Figure 1 , a monitor 32, a computer 
34 and means 36 for connecting the pointing device 1 
to the computer 34. 

20 [0037] The connecting means 36 may be a wire or 
more preferably, as shown, the connecting means in- 
cludes a wireless link between the pointing device 1 and 
the computer 34. The wireless link comprises a trans- 
mitter (not shown) which may be housed in the pointing 

2S device 5 (or in a separate unit connected by wire to the 
pointing device 5), and a receiver 38 which is connected 
to the computer The wireless link may be an infrared 
link or an RF link, for example. 
[0038] Figure 4a illustrates a plan view of one exam- 

30 pie of a direction sensor as shown In Figure 1 . With ref- 
erence to figure 4a, the direction sensor 5 comprises a 
spherical shell 40 (half of which is shown), four compart- 
ments 42a-42d positioned at 90° to each other in the 
horizontal plane (the plane of the paper) and four balls 

35 44a-44d, one ball received in each compartment 42. For 
ease of reference the compartments will be referred to 
herein as an east-west pair and a north-south pair, and 
it should be understood that these terms do not imply 
any particular orientation other than that they are at 90"" 

40 to one another. An optical emitter 46a-46d is located in 
one sidewall of an outer end of each compartment 42 
and an optical detector 48a-48d is located in the other 
sidewall directly opposite the optical emitter 46a-46d. 
[0039] As shown in Figure 4b, each compartment is 

45 hinged at an outer end and provided with a screw ad- 
juster 50a-50d (only two of which are shown). Each 
screw adjuster 50 can be adjusted to bear upon the re- 
spective compartment thereby to vary the Inclination an- 
gle of that compartment. In this way, it is possible to ad- 

50 just the device to take account of the specific disability 
of a particular wearer. Furthermore, it Is possible to ad- 
just the inclination angle of each of the compartments 
independently of the other compartments. 
[0040] Thus, if the wearer is only slightly disabled. 

55 then the screws can be adjusted such that the compart- 
ments are only slightly inclined. In this way. the force 
required to move the balls and trip each of the emitter/ 
detector pairs will be reduced. In other words, the effec- 
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tive deadzone ol head movement in which no direction 
signals are produced will be reduced. 
[0041] If. on the other hand, the user has a disability 
that causes a left hand head tilt (a tilt to the east using 
the above mentioned nomenclature), then the left (east) 
screw adjuster can be adjusted to increase the inclina- 
tion angle of the left hand (east) compartment, and the 
right (west) screw adjuster can be adjusted to reduce 
the inclination angle of the right hand (west) compart- 
ment. In this way, the force required to trip the left (east) 
emitter/detector pair will be larger than the force re- 
quired to trip the right (west) emitter/detector pair, and 
the left hand head tilt of the disabled user will be com- 
pensated for. In other words, the effective deadzone of 
head movement in which no direction signals are pro- 
duced will be increased. 

[0042] In either example, the extent of the deadzone 
in which none of the emitter/detector pairs are tripped, 
and thus no direction signals are outputted, can be ad- 
justed. The deadzone may be understood to be an ad- 
justable threshold representative of a degree of head 
movement which must be exceeded before direction 
signals are generated. 

[0043] As an alternative, a single screw adjuster could 
be provided and each of the compartments could bear 
upon the screw such that the inclination angle of all of 
the compartments could be adjusted at the same time. 
In such an arrangement, it would not be possible to ad- 
just the inclination of a given compartment in isolation 
from the other compartments, but it would still be pos- 
sible to vary the inclination angle for persons with differ- 
ing degrees of disability. 

[0044] Figure 5 illustrates a control circuit 60 for use 
with the sensor of Figure 4. The control circuit is prefer- 
ably housed in the shell 40, although other arrange- 
ments are conceivable. As shown, the emitters 46a-46d 
each comprise a light emitting diode (LED) and the de- 
tectors 48a-48d each comprise a photoelectric cell. 
Each of the emitters and detectors are connected to a 
suitable, preferably low power, power source such as 
one or more batteries. The use of a low power, power 
source allows the device to be used without having to 
connect it to the mains (or other power source) with a 
flex or other like connector that could impede the wearer 
of the device. 

[0045] An output terminal of each of the detectors is 

connected to a respective schmidt trigger 62a-62d 
which conditions the signal from that detector by, for ex- 
ample, turning it from an analogue signal to a digital sig- 
nal. The output of each of the triggers 62a-62d is con- 
nected to inputs of a controller 64 which is in turn con- 
nected, in the preferred embodiment, to a transmitter 65 
of a conventional wireless communication device which 
communicates with the receiver 38 of Figure 3 to pass 
signals to the computer. The control circuit nnay be pro- 
vided on a printed circuit board (PCB) together with any 
other components, such as control circuitry for external 
switches such as tongue, nose or eye switches. The 



controller 64 may include threshold means, such as a 
suitable piece of software, for reducing dithering of a 
cursor controlled by the pointing device by only output- 
ting direction signals when an input has been provided 

5 to the threshold means for at least a predetermined 
quantity of time. Alternative hardware thresholding de- 
vices may alternatively or additionally be provided. 
[0046] From the signals inputted thereto, the control- 
ler 64 can determine the direction of head movement 

10 and can generate suitable signals to control a cursor on 
the screen of the computer. The computer controls the 
cursor to move in the direction indicated by the outputted 
direction signals. The speed of cursor movement may 
be controlled with suitable software. When a respective 

15 ball breaks the light beam between one of the emitter/ 
detector pairs (due to the head being tilted and the ball 
rolling in front of the emitter), an output signal is gener- 
ated by the photoelectric cell and inputted to the respec- 
tive trigger which generates an output signal, and the 

20 controller determines that a movement has been made 
in the direction indicated by the tripped emitter/detector 
pair. In this embodiment, diagonal movements may also 
be determined if an output signal is generated by more 
than one of the triggers. 

25 [0047] Figure 6 illustrates a plan view of alternative 
direction sensor to that of Figures 4a and 4b. In this ex- 
ample, the sensor 5 includes a cross shaped compart- 
ment 70 and a single ball 72 which is free to move 
throughout the compartment. The lobes 72a-72d of the 

30 compartment 70 are arranged at 90** to one another and 
are hingedly connected to a central portion 74. Emitter/ 
detector pairs 76a-76d are provided in respective end 
portions of the lobes, and screw adjusters are provided 
to enable the inclination angle of the lobes to be adjusted 

35 as before. Once again, a single screw adjuster could be 
provided, with each of the lobes bearing upon the screw 
adjuster so that the inclination angle of all of the tobes 
may be varied at the same time. 
[0048] The sensor operates in the same manner as 

40 the sensor of Figures 4a and 4b except for the fact that 
diagonal movement cannot be sensed by this arrange- 
ment. Whilst this may seem to be a disadvantage, it can 
in fact provide advantages if the user has very poor mo- 
tor control and is incapable of making discrete north- 

45 south and east- west movements. In this example, the 
user can make east-west movements (or north-south 
movements) that involve a relatively large north or south 
component (or east or west component) without acci- 
dentally triggering a diagonal movement. 

50 [0049] Figure 7a illustrates a plan view of yet another 
direction sensor. In this example, the sensor 5 includes 
a pair of compartments 80, 82 provided respectively one 
above the other and along east-west and north-south 
axes. A ball 84 is provided in each of the compartments. 

55 An emitter/detector pair is provided in each end portion 
of the two compartments. 

[0050] /Vs shown in Figure 7b, the end portions of the 
two compartments are hingedly attached to a central 
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portion and screw adjusters 86 are provided to vary the 
inclinatbn angle thereof. This example also operates in 
the same manner as the arrangement of Figures 4a and 
4b and also enables diagonal movements to be sensed. 
Once again, the end portions of each compartment may 5 
bear upon a common screw adjuster (one per compart- 
ment) so that the inclination angle of each pair of end 
portions may be varied simply by adjusting a single 
screw. 

[0051] Control circuits simitar to that of Figure 5 may 
be constructed to convert direction signals into cursor 
control signals for transmittal to the computer. 
[0052] From the above, it can be seen that any tilt of 
a wearer's head may be compensated for firstly by ad- 
justing the orientation of the sensor in the universal 
mount, and then secondly by setting a suitable dead- 
zone appropriate for the particular disability of that wear- 
er. It may also be possible to compensate for the wear- 
er's disability purely by rotating the sensor In the univer- 
sal mount, or purely by adjusting the deadzone in the 
man described above. 

[0053] A second embodiment of tilt sensor will now be 
described with reference to Figures 8 to 15 of the ac- 
companying drawings. 

[0054] In this embodiment (see Figure 8), the sensor 
5 is a so-called electrolytic tilt sensor that may advanta- 
geously be mounted on a printed circuit board (PCB) 
together with appropriate sensing electronics and 
housed In the shell 40 that is attached to the clamp 
means 3. Advantageously, in this embodiment the sen- 
sor may be mounted on the clamp means 3 without a 
universal mount, I.e. so that the position of the sensor 
cannot be adjusted with respect to the clamp means 3. 
[0055] The sensor 5 comprises a housing 90 within 
which a plurality of electrodes 92 are provided. The 
housing 90 Is partly filled with an electrolyte 94 that Is 
free to circulate about the electrodes 92 as the sensor 
5 is tilted. 

[0056] Figure 9 shows a more detailed plan cross- 
sectional view of the sensor 5 shown in Figure 8. As 
shown, the sensor comprises a first pair of electrodes 
92(1) and 92(ii), a second pair of electrodes 92(ili) and 
92(iv), and a central electrode 92(v). 
[0057] The first pair of electrodes will be referred to 
hereinafter as an "east-west" pair, and the second pair 
of electrodes will be referred to hereinafter as a "north- 
south" pair. However, it should be noted that this termi- 
nology does not imply any particular orientation other 
than that the two pairs of electrodes are at 90^ to one 
another. 

[0058] As shown, the east-west 92(1), 92(il) and north- 
south 92(ili), 92(lv) pairs of electrodes are each connect- 
ed to a power supply 96 that Is connected to the central 
electrode 92(v). The electrolyte 94 serves to complete 
the circuits between the east-west pair 92(1), 92(li) and 
the central electrode 92(v), and the north-south pair 92 
(iil), 92(iv) and the central electrode 92(v). Four resistors 
98(1) to 98(iv) are provided, each of said resistors being 



connected in series with a respective one of said elec- 
trodes 92(i) to 92(iv). Resistors 98(i) and 98(ii) are of a 
substantially identical resistance, and resistors 98(iii) 
and 98(iv) are also of a substantially identical resistance 
that is preferably but not necessarily the same as the 
resistance of resistors 98(i) and 98(li). 
[0059] The east-west pair 92(1), 92(ii), the central 
electrode 92(v) and the first 98(i) and second 98(11) re- 
sistors form a first tilt sensor 93. The north-south pair 92 
(iii), 92(iv). the central electrode 92(v) and the third 98 
(iii) and fourth 98(iv) resistors form a second tilt sensor 
95. 

[0060] Figures 10a and 10b show equivalent electric 
circuits for the east-west and north-south pairs. As 
shown In figure 1 0a, the first electrode 92(i) is connected 
to the supply 96 via a first resistor 98(1), and the second 
electrode 92(ii) is connected to the supply 96 via a sec- 
ond resistor 98(ii). The electrolyte 94 provided between 
the first 92(1) and second 92(ii) electrodes and the cen- 
tral electrode 92(v) is electrically equivalent to a further 
pair of resistors R1 and R2 each having a resistance 
that depends upon the quantity of electrolyte between 
the first and central electrodes and between the second 
and central electrodes, respectively. The first, second 
and central electrodes and the resistors 98(i), 98(li), R1 
and R2 form a Wheatstone bridge that will provide a po- 
tential difference of zero volts between points A and B 
when the resistances 98(i), 98(li). R1 and R2 are bal- 
anced. 

[0061] If the resistance R1 Is larger than R2 (I.e. if the 
quantity of electrolyte between the second electrode 92 
(li) and the central electrode 92(v) is larger than the 
quantity of electrolyte between the first electrode 92(i) 
and the central electrode 92(v)) then a first potential dif- 
ference will be detectable between points A and B. 
[0062] If the resistance R2 is larger than R1 (I.e. if the 
quantity of electrolyte between the first electrode 92(1) 
and the central electrode 92(v) is larger than the quantity 
of electrolyte between the second electrode 92(11) and 
the central electrode 92(v)) then a second potential dif- 
ference will be detectable between points A and B. The 
magnitude of the first and second potential differences 
is directly related to the electrolyte Imbalance between 
respective electrodes and the central electrode, and the 
direction of the potential difference (i.e. whether positive 
or negative) dictates whether there is an imbalance to- 
wards the first electrode or whether there is an imbal- 
ance towards the second electrode. 
[0063] As shown In Figure 10b, the third electrode 92 
(iii) is connected to the supply 96 via a third resistor 98 
(iii), and the fourth electrode 92(iv) is connected to the 
supply 96 via a fourth resistor 98(iv). The electrolyte 94 
provided between the third 92(iii) and fourth 92(lv) elec- 
trodes and the central electrode 92(v) is electrically 
equivalent to a further pair of resistors R3 and R4 each 
having a resistance that depends upon the quantity of 
electrolyte between the third and central electrodes and 
between the fourth and central electrodes, respectively 
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The third, fourth and central electrodes and the resistors 
98(iii), 98{iv). R3 and FW form a Wheatstone bridge that 
will provide a potential difference of zero volts between 
points C and D when the resistances 98(iii). 98(iv). R3 
and R4 are balanced. 

[0064] If the resistance R3 is larger than R4 (i.e. if the 
quantity of electrolyte between the fourth electrode 92 
(iv) and the central electrode 92(v) is larger than the 
quantity of electrolyte between the third electrode 92(ill) 
and the central electrode 92(v)) then a third potential 
difference will be detectable between points C and D. 
[0065] If the resistance R4 Is larger than R3 (I.e. if the 
quantity of electrolyte between the third electrode 92(iii) 
and the central electrode 92(v) Is larger than the quantity 
of electrolyte between the fourth electrode 92(iv) and 
the central electrode 92(v)) then a fourth potential dif- 
ference will be detectable between points C and D. The 
magnitude of the third and fourth potential differences 
is directly related to the electrolyte imbalance between 
respective electrodes and the central electrode, and the 
direction of the potential difference (i.e. whether positive 
or negative) dictates whether there Is an imbalance to- 
wards the third electrode or whether there is an imbal- 
ance towards the fourth electrode. 
[0066] It can be seen therefore that by detecting the 
potential difference between points A and B it is possible 
to determine whether the sensor is being tilted towards 
the first electrode or the second electrode, as well as 
the degree of sensor tilt. It may also be seen that by 
detecting the potential difference between points C and 
D it Is possible to determine whether the sensor is being 
tilted towards the third electrode or the fourth electrode, 
as well as the degree of sensor tilt. 
[0067] Accordingly, by detecting voltages between 
points A and B, and C and D respectively it is possible 
to determine the direction of sensor tilt, and optionally 
in addition the degree of sensor tilt in the illustrative 
east -west and north-south directions. This information 
may be used to control the movement in two dimensions 
(up/down, left/right) of a pointer on a computer screen. 
For example, a tilt to the east or the west could be de- 
termined to indicate a desire to move the pointer to the 
right or left, respectively, on the screen. Similarly, a tilt 
to the north (which would look like a downward tilt) could 
be determined to indicate a desire to move the pointer 
downwards on the screen, and a tilt to the south (which 
would look like an upward tilt) could be determined to 
indicate a desire to move the pointer upwards on the 
screen. These sensor motions may be combined so that 
a downward tilt to the east could be determined to indi- 
cate a desire to move the pointer diagonally downwards 
to the east on the screen. 

[0068] Figure 11 Is an Illustrative plot of output voltage 
against tilt angle for a given tilt direction. From Figure 
11 it can be seen that as the sensor is tilted further in 
that given directbn, so the output voltage increases as 
more of the electrode in that given direction comes into 
contact with the electrolyte. Figure 12 illustrates the re- 



lationship between voltage output and the degree of 
sensor tilt over a selected range of the tilt angles shown 
In Figure 11. 

[0069] In the preferred aspect of this embodiment, a 

s first voltage sensor is connected between points A and 
B. and a second voltage sensor is connected between 
points C and D. The outputs of the first and second volt- 
age sensors are connected to respective analogue to 
digital (AD) converters that convert the analogue input 

10 voltage levels to a digital signal. 

[0070] The digital signals are then passed to control 
logic that determines a movement direction for the point- 
er on the screen based upon the voltage signals inputted 
thereto. Figure 1 3 illustrates graphically the process un- 

is dertaken in the control logic. 

[0071] If we imagine that the user of the sensor has 
tilted his/her head 10° to the east and 40** to the north, 
then the first tilt sensor (east-west) will output a voltage 
of 36 mV (from Figure 11) and the second tilt sensor 

20 (north-south) will output a voltage of approximately 1 75 
mV (from Figure 12). These voltage signals are passed 
to the control logic and the control logic determines a 
direction vector (labelled "1" in Figure 13) that corre- 
sponds to a 1 0° tilt to the east and a 40Milt to the north. 

25 The direction vector indicates the direction in which the 
pointing device will be moved on the screen of the com- 
puter with which the pointing device is connected. To 
this end. signals indicative of this direction vector are 
passed from the control logic via the wireless link to the 

30 computer, and the computer controls the pointing device 
In response thereto. 

[0072] As an another example, if we imagine that the 
user of the sensor has tilted his/her head SC* to the east 
and 30° to the south, then the first tilt sensor (east-west) 

35 will output a voltage of approximately 250 mV (from Fig- 
ure 11) and the second tilt sensor (north-south) will out- 
put a voltage of approximately -1 25 mV (from Figure 1 1 ). 
These voltage signals are passed to the control logic 
and the control logic determines a direction vector (la- 

40 belled "2" in Figure 1 3) that corresponds to the detected 
movement. Signals indicativeof this direction vector are 
passed from the control logic via the wireless link to the 
computer, and the computer controls the pointing device 
in response thereto. 

45 [0073] In the preferred embodiment, the computer 
controls the pointer to move at a constant speed across 
the screen independent of the magnitude of the direction 
vector generated by the control logic. 
[0074] In an alternative embodiment, the magnitude 

50 of the generated vector may also be transmitted to the 
computer and the computer may vary the speed of point- 
er movement in dependence thereupon. Using the 
above described vectors "1" and '2" as an example, it 
is apparent that vector "2" has a greater magnitude than 

55 vector "1 " and thus the computer could control the point- 
ing device to nnove faster along direction vector "2" than 
atong direction vector "1 V 

[0076] As with the first embodiment, the sensor of the 
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second embodiment includes means for setting a dead- 
zone in which movement ot the head of the user does 
not result in the output of direction signals. The dead- 
zone setting means in this embodiment comprises a 
computer program embedded in the control logic. The 5 
computer program is operable to interrogate the sensor 
on power-up to determine the initial position of the sen- 
sor. This initial positran Is set as a zero-point from which 
the sensor will be tilted in use. In the preferred embod- 
iment, a predetermined deadzone is set either side of 
the zero-point and movement within the deadzone will 
not cause the pointer to move on the screen. The dead- 
zone could be set as a voltage level, and could for ex- 
ample be ±50mV either side of the set zero-point. For 
example, if the user of the sensor had a 30'' head tilt to 
the east, then the initial zero-point would correspond to 
approximately 1 25mV, and the deadzone would extend 
from approximately 75mV to 175mV (i.e. from approxi- 
mately 21' to approximately 42**). 
[0076] Alternatively, the deadzone could be set as an 
angle (for example ± 10°) in which case the deadzone 
for a user with a 30* head tilt to the east would extend 
from 20® to 40** (i.e. from approximately 72m\/ to ap- 
proximately 175mV). The deadzone may be preset (i.e. 
non-adjustable) or may be adjusted by varying param- 
eters of the computer program. 
[0077] The deadzone may also be dynamically varied 
during use to take account of any changes in the user's 
posture. For example, the computer program could be 
set up to Interrogate the sensor at regular inten/als, and 
to readjust the zero-point to represent whatever position 
the sensor is in at that time. 

[0078] As mentioned above in relation to Figure 3, the 
sensor 5 communicates with the computer 34 via a wire- 
less link, and the sensor is connected to a transmitter 
that may be housed in a separate unit. 
[0079] In the second embodiment, it is preferred that 
the transmitter is housed in a separate unit 1 00 together 
with the control logic described above. The preferred 
construction of the separate unit is shown in Figure 14. 
As shown, the unit preferably comprises a trackerball 
101 (primarily for use by an able-bodied assistant, for 
example); left, middle and right buttons 103 operable in 
conjunction with the trackerball 101 , a mode switch 105 
for switching between the trackerball 101 and the head 
sensor 5, a speed switch 107 for adjusting the speed of 
cursor movement between a number of preset levels, 
and a power on button 109 for switching the unit on. 
Preferably, the unit is switched off by simultaneously 
pressing the on and mode buttons. The unit is preferably 
powered from one or more batteries removably housed 
therein, and power from those batteries is also prefera- 
bly passed to the sensor to power the same. 
[0080] Figure 1 5 is a schematic illustration of a control 
mechanism operable to generate control signals for the 
control of a cursor on a screen. 
[0081] The mechanism comprises the electrolytic 
sensor 5, voltage sensors 1 1 0 and 1 1 2 connected to the 



first 93 and second 95 tilt sensors, respectively, and AD 

converters 114 and 116 connected to each of the first 
and second voltage sensors. The outputs from the AD 
converters pass to a controller 1 1 8 that determines from 
the inputted signals at least a direction signal indk:ative 
ot the direction in which the user desires to move the 
cursor on the screen. At least the direction signal is then 
passed to a transmitter 1 20 for transmission accross the 
wireless link 36 to the receiver 38 that adapts the trans- 
mitted signals into cursor signals that are outputted from 
the receiver, and into the computer 34 via the mouse 
port. 

[0082] It will be understood, of course, that the inven- 
tion has been described above by way of example only 
and that modifications may be made within the scope of 
the invention. 

[0083] For example, whilst the sensor has been de- 
scribed herein with reference to a pointing device, it will 
be immediately apparent that the sensor may also be 
employed in other systems. For example, a sensor as 
described herein cou\6 be used to great effect in a gam- 
ing machine for sensing tilting of the machine In use. 
Such a sensor may have any of the features of the point- 
ing device sensor described herein. 
[0084] In addition, whilst the sensor described in the 
second embodiment has electrode pairs arranged along 
perpendicular axes, it will be apparent that the electrode 
pairs do not have to be arranged perpendicular to one 
another. They could be arranged at an angle other than 
90° to one another. Similarly, the axes do not need to 
have any particular alignment with the operator. For 
ease of operation, it is preferred that the north-south ax- 
es are aligned with the f onward-back motion of the user, 
but the axes of the electrode pairs could have any de- 
sired orientation with respect to the user. 
[0085] In addition, whilst the second embodiment has 
been described as having two electrode pairs that are 
connected by the electrolyte to a common electrode 
and.or power supply, it will be apparent that this need 
not be the case. For example, each electrode pair could 
be connected to a unique electrode and/or power sup- 
ply. 



Claims 

1 . A pointing device comprising: 

clamp means capable of clamping the device 
to the head of a user; 

means for sensing the directk^n of movement 
of the head of the user and for outputting direc- 
tion signals indicative thereof; 
means for mounting the sensing means on the 
clamp means; and 

means for setting a deadzone in which move- 
ment of the head of the user does not result in 
the output of direction signals. 
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2. A: device according to Claim 1 . wherein the rTK)unt- 
ing means comprises a universal mount. 

3. A device according to Claim 2, wherein the mount- 
ing means comprises a resilient *U' shaped mem- 
ber having a mounting plate and a pair of arms ex- 
tending therefrom, the arms each having a circular 
aperture which together define a channel for receiv- 
ing the sensing means. 

4. A device according to Claim 3. comprising a plural- 
ity of grommets placed about the periphery of each 
of the circular apertures, the grommets contacting 
the sensing means to hold the sensing means in a 
selected orientation. 

5. A device according to any of Claims 1 to 4, wherein 
the clamp means comprises a band of elastic fabric. 

6. A device according to any of Claims 1 to 5, wherein 
the clamp means comprises a resilient 'C shaped 
member of plastics material. 

7. A device according to any of Claims 1 to 6, compris- 
ing means for outputting said direction signals. 

8. A device according to Claim 7, wherein the means 
for outputting direction signals comprises a wireless 
link having a transmitter and a receiver, the receiver 
being connectable to a computer. 

9. A device according to Claim 8, wherein the wireless 
link is a radio frequency (RF) link. 

10. A device according to Claim 9, wherein the wireless 
link is an infra-red link. 

11. A device according to any of Claims 5 to 10 when 
dependent upon Claim 1, wherein the sensing 
means comprises an electrolytic sensor. 

12. A device according to Claim 11, wherein the elec- 
trolytic sensor comprises a first electrode pair and 
a second electrode pair, current being passable in 
use from the electrode pairs to a third electrode via 
an electrolyte provided about said electrodes. 

13. A device according to Claim 12, wherein the first 
and second electrode pairs each form a whealstone 
bridge operable to sense a voltage difference re- 
sulting from variations in the annount of electrolyte 
between respective electrodes of said electrode 
pairs and said third electrode. 

1 4. A device according to any of Claims 1 to 1 0, wherein 
the sensing means comprises at least one compart- 
ment and at least one ball provided in the compart- 
ment, the ball being movable within the compart- 



ment to make or break a light beam between at least 

one light emitter and at least one light detector pro- 
vided in opposite walls of the at least one compart- 
ment thereby to generate said direction signals. 

5 

15. A device according to Claim 14, wherein the sens- 
ing means comprises four compartments placed at 
90° to one another in the horizontal plane, each 
compartment having a ball provided therein and a 

10 light emitter and a light detector provided in oppo- 
site walls of the compartment. 

16. A device according to Claim 14, wherein the sens- 
ing means comprises a cross shaped compartment 

75 and a ball provided therein, the compartment hav- 
ing a central portion and four bbes joined thereto 
at 90" to one another, each lobe having a light emit- 
ter and a light detector provided in opposite walls 
thereof. 

20 

17. A device according to Claim 14, wherein the sens- 
ing means comprises a first compartment and a 
second compartment each having a ball provided 
therein, the first and second compartments being 

2S provided at 90° to one another and comprising a 
central portbn and a pair of linearly aligned lobes 
each connected to opposite walls of the central por- 
tion, each lobe having a light emitter and a light de- 
tector provided in opposite walls thereof. 

30 

18. A device according to any of Claims 14 to 17, 
wherein the means for setting a deadzone compris- 
es means for varying the inclination angle of at least 
a portion of the at least one compartment. 

35 

1 9. A device according to Claim 1 8. wherein the means 
for varying the inclination angle comprises a screw 

adjuster. 

40 20. A device according to Claim 8 or to any of claims 9 
to 1 9 when dependent upon Claim 8, comprising 
means for converting direction signals to cursor 
control signals for controlling movement of a cursor 
on a screen of the computer. 

46 

21 . A device according to Claim 20 when dependent up- 
on Claim 8 or any of Claims 9, 10 and 14 to 19, 
wherein the converting means comprises a control- 
ler connectable to the sensing means for converting 

so direction signals inputted thereto into cursor control 
signals, and for outputting cursor control signals to 
the outputting means. 

22. A device according to Claim 21 , comprising thresh- 
es old means connectable to said sensing means for 

outputting direction signals only when an input has 
been provided thereto for at least a predetermined 
quantity of time. 
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23. A computer system comprising a computer, display 
means and a device according to any preceding 
claim lor controlling movement of a cursor dis- 
played on said display means. 
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